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Universal joint shaft SWP Series 


Universal joint shaft SWP Series 


Parameters and Specifications of Coupling Model SWP Table 1 


Nominal Fatigue Standard 
angular force] angular 
Tn force TK 
kNem KN °m S 


Dimensions mm 


Gyration 
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z 


16 8 50 
20 60 
31.5 70 
40 75 
63 l 80 
90 
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100 x 45 
90 x 55 
100 x 60 


= 
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Type A 


— 
nN 


Long flexible type 


Note: (1)The squares in models stand for types of couplings, i.e.A, B, C, D, or E Blank squares for basic types. 


(2)Flange dia. of both ends of standard couplings are same as the gyration dia. Flange dia. may be increased by 1~2 grade or willfully on customers’ 


requests. 


(2)Couplings with excessive flex may be manufactured on customers’ requests. 


Table 2 


Type B 


Short flexible type _ ee Gyration dia. 
= | j Parameters 


Lmin 


Weight G(kg) 


On every weight 
Type C increase of 100Kg 


Short non-flexible Lmin 


Weight G(kg) 


On every weight 
increase of 100Kg 


L 


Weight G(kg) 
L 


Type D 
Long non-flexible 


Weight G(kg) 


Lmin 


Weight G(kg) 


On every weight 
increase of 100Kg 


Type E : : - ale | Lmin 


Long flexible double flange type | i Weight G(kg) 


On every weight 
increase of 100Kg 
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